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Open Shell Piling Equipment - Divider Type - legal Size

Equipment Heeded For Plan 1 or Plan 2

Initial Double faced Unite 2 each
Addltiomal Dovbhle faced Units 5 each
Single Feced Unit ~ To be atiached

to one end of double faced unit 1 each
Double feced End Punels - Right End 2 each
Double faced End Panels - left End 1 each
Single Faced End Panels - Left End 2 each
Receding Reference Shelf For Double

faced Unite 4 each
Top Plate or Dust Canoples 1% each

{See attached floor plan for
logation of Rafevence Shelves
and placement of 1 single faced
wit)

1. Equipment 1s to be assembled and installed by the successful
bidder to form 1 range of 4 double faced sections and 1 range of 3
double faced sections with 1 single faced section sdded to the laft
end of the ‘double faced range. Dimensions: height of uprights to be
83" to provide a 3 inch base elevation and 7 shelf openings of not leas
than 104" from the ?iling surface of one shelf to the lowest projection
of the next higher shelf or the dust cancpy. Filing capacity of each
shelf is to be not less than 344" when equipped with 5 removeble shelf
partitions. The dust canoples and end panels ave to be attached in a
manner sot to interfere with the normal operation of the eguipmwent.

2. All shelves are to be identical in esch section with base
shelves 157 deep and adjustable shelves 12" deep. The shelf back
shall be spproximately S" high. The receding reference shelf iz to
be instslled on the section as inficated on the attached floor plen
and on the underside of the fourth filing surface. Units of shelving
are to be crossed braced at 5§ foot intervals as a safety fecture.
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